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Inspiration

Combine Integrated Lighting and Acoustic Performance

Create Dynamic Feature Walls at Any Scale Span Ceilings to Walls Seamlessly with Arktura Panels

Install Panels Vertically or Horizontally with Ease                      
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VERTIKA®

Overview

Understanding the System

Standard System

Flexible Configuration

Easily install Vertika® vertically or 
horizontally to fit the needs of your 
layout and space.

Vertika® is an easy to implement wall 
attachment system for Arktura’s full 
lineup of torsion spring panels. It is 
comprised of simple and intuitive 
hookplates, trims, and brackets.

Vertika® 
Edge Trim

Hooks

Hook Plate

Vertika® Trim

          Vapor® Element 3212 shown.
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VERTIKA®

Understanding the System

Typical Components

Vertika® builds trim directly into its 
support system, sharing elements 
whether installing vertically or 
horizontally.

Vertika® 
Edge Trim

Vertika® Trim 
Bracket

Vertika® 
Channel

          Vapor® Element 3212 shown.

Hook Plate

Vertika® Channel with Hook Plate

Vertika® Trim

Dome Head Rivet Acrylic Backer Clip Soft Sound® Backer Clip Vertika® Trim Bracket

Arktura Light Channel with Hook Plate

Vertika®  Cut Trim

Or

http://www.arktura.com
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VERTIKA®

Understanding the System

Plan & Elevation - Vertical Installation

Vertika® can be installed vertically 
or horizontally. Note a 6” clearance 
is required above and below when 
installing vertically.
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All dimensions nominal.

* Clearence needed for panel installation.

Vertika® Channel 
(behind)

Arktura Panel
(pattern may vary)

Vertika® 
Edge Trim

1”

1”

Wall Section

          Vapor® Element 3212 shown.

Note Delta Drop® 
panels will extend 
past Vertika® Trim
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VERTIKA®

Understanding the System

Plan & Elevation - Horizontal Installation

When installing horizontally, a 6” clearance is required to the left and right, while areas above and below can remain flush.
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Wall Section

          Vapor® Element 3212 shown.

* Clearence needed for panel installation.

Note Delta Drop® 
panels will extend 
past Vertika® Trim
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Compatible Panel Systems

Vertika® is compatible with Arktura’s entire expansive and growing collection of torsion spring panel systems. Pair them with 
standard grid systems to create seamless wall to ceiling transitions.

Design Options

Vapor®

Delta Drop®

Trace®

VaporHue®

VaporSoft® Particle™

Vapor Graphic Perf®
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